Jacks for All Types of Busses and Trucks 


EQUIPPED WITH PNEUMATIC TIRES 
The No. 18 DOUBLE-LIFT JACK The No. 12 DOUBLE-LIFT JACK 
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versal joint but is Wei Sar , 
rigid enough to place eight, 17, Ibs. | Lift, 


the jack in position. 


FOR BUSSES WITH LOW OVERHANGING BODIES FOR HEAVY TRUCKS WITH PNEUMATIC TIRES 
The modern bus must have a jack with a very low starting height The axles on such trucks come close to the ground when a tire is 
in order to go under the axle when a tire is deflated. The handle fiat, thus necessitating the use of a jack with a low starting height. 
of the jack must operate with a rotary motion (in order to avoid The 10 inch lift of the No. 12 Reliable insures ample clearance for 
the low bus body) and be long enough so that the jack can be pushed changing a tire. 
into place and operated ; 2. 
from behind the bus. oe the bodies of 
Notice bow the fol- pe rn gen 3 A t 
aig ore = any length handle de- 
quirements: sired in the socket of 
ist. Low starting tie jack. 
height, 7 in. — jack orermes on : 
2nd. Lift of 9 in. the same principle as : 
Total height, 16 in. the No. 18 Bus Jack. = ( 
3rd. Long folding The pope belie : fF or 
handle equipped with ee caer ae oe re (ieee i 
semi-universal joint eile want tae ee | oe — 0 ee Co 
which gives all the ew es ere ii iy _| 
advantages of a uni- Specifications No. 12. : ooh err TT 


5tons. Height of jack, 
8” to 18”. Screw 





4th. Both screws work Diam.: Outer, 17%”; 
png Prey ay Inner, 1%”. 
— We will be glad to 
egy ea ditiona yg ts Bann 
eight, oe 
5 tons. Height of Jack, a 
7” to 16”. Screw There is a sturdy Re- 
Diam.: Outer, 1%”; liable Jack for every 
Inner, 1%”. size car, bus and truck. 


Elite Manufacturing Company (Dept. C. C.—I1) Ashland, Ohio 


RELIABLE JACKS 


